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LCD Screen
Backlit for easy viewing in bright or dimly lit conditions.

Pwr (power) LED
Indicates power status and battery strength.

XLR Input Jack
Standard 3‑pin Switchcraft XLR type. Coupler is spring‑loaded to maintain a 
snug fit and to prevent noise.

Modulation LEDs
Provides a visual indication of the audio input signal level ‑ either red or green 
to indicate modulation levels.

AUDIO Button
Used to display the view and adjust the audio gain setting (0 dB to 44 dB).

FREQ Button
Used to set the operating frequency and toggle the LCD between the operating 
frequency in MHz and a two‑digit hexadecimal frequency code.

UP/DOWN Arrows
Used to view and select parameters and values during setup and operation.

Battery Compartment Cover
Hinged to housing to prevent loss.

Controls and Functions Battery 
Compartment 

Cover

XLR Input 
Jack

AUDIO Button

LCD

Input
Coupler

FREQ Button

Modulation 
LEDs

PWR LED

UP Arrow

DOWN Arrow
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The HM transmitter is powered by two AA batteries. We recommend using 
lithium batteries for longest life. Lithium batteries provide approximately 9 
hours of operation at room temperature, without phantom power enabled.

The battery status circuitry is designed for the voltage drop over the life of 
lithium batteries.

To install new batteries:

1) Slide the battery compartment door outward and swing it open.

2) Insert the new batteries into the housing. One battery goes in positive (+) 
end first, the other negative (–) end first. Look into the battery compart-
ment to determine which end goes in which side. The side with the plastic 
ring and smaller round opening is the side which must contact the (+) posi‑
tive end of the battery. The other battery is inserted in the opposite polarity.

Note: It is possible to install the batteries backward and close the 
battery door, but the batteries will not make contact and the unit will not 
work.

3) Close the Battery Cover and slide it inward until it snaps shut.

Battery Installation

Battery 
Compartment

Battery 
Cover

positive (+)
terminal

negative (–) 
terminal

Slide door out 
then swing open
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Operating Instructions
Power On
1) Ensure that good batteries are installed.

2) Simultaneously press and hold the AUDIO and 
FREQ buttons as the timer counts from 1 to 3 
(about 3 seconds).

Power Off
1) Simultaneously press and hold the AUDIO and 

FREQ buttons while observing that the word 
OFF and the counter in the LCD.

2) When the counter reaches 0, the unit turns off.

Note: If the AUDIO and FREQ buttons are released before the end of 
the countdown, the unit will not turn off.

Standby Mode
From the OFF position, quickly press and release 
both the AUDIO and FREQ buttons simultaneously 
to enter and exit this mode. Adjustments and set‑
tings can be checked or changed, but the unit will 
not be transmitting to avoid interfering with other systems in the vicinity.

Selecting the Compatibility Mode

400 Series or Digital 
Hybrid Wireless® 

Compatibility Mode

Hold the UP arrow in, then press the AUDIO and 
FREQ buttons at the same time. Press the AUDIO 
button repeatedly until the compatibility mode 
screen appears as shown here. Press the UP and 
DOWN arrows to select the desired mode.

	 •	100	Series	mode:		 	CP	100 
•	200	Series	mode:		 	CP	200 
•	Mode	3	(Contact	factory	for	details):		 	CP	3	 
•	400	Series	mode:	 	CP	400 
•	IFB	Series	mode:	 	CP	IFB 
•	Mode	6	(Contact	factory	for	details):		 	CP	6

Selecting the Audio Polarity

Pin 2 
(+)

Pin 2 
(–)

The input to the transmitter can be set for 
XLR Pin 2 as positive (+) or negative (–) to 
match the polarity of other mics being used. 
Hold the UP arrow in, then press the AUDIO 
and FREQ buttons at the same time. Press 
the UP and DOWN arrows to select the 
desired mode.

Initial Power On
Timer Screen

Initial Power Off 
Timer Screen

Standby Screen
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Selecting the Phantom Power and Low Freq Rolloff
Phantom power can 
be set at 5, 15 or 48 
volts or turned off

Low freq rolloff can 
be set for -3dB at 

35, 50 or 70 Hz

Briefly press the AUDIO and 
FREQ buttons at the same 
time to enter the Standby 
Mode. Then press and hold 
the AUDIO button to enter the 
setup screen. When the 
button is released and 

pressed again, the next screen will appear. Hold the button in when the 
correct screen appears, then use the UP and DOWN buttons to select the 
desired value.

LCD Backlight Setting
The LCD backlight can be set to stay on continuously or turn off after either 5 
or 30 minutes. Hold the UP arrow button in and power up the unit. Press the 
AUDIO button repeatedly until the bL (backlight) screen appears, then use 
the UP and DOWN arrow buttons to select the desired behavior. Press AUDIO 
and FREQ at the same time to save the setting.

Setting Transmitter Operating Frequency

Frequency displayed as 
two-digit hexadecimal 

number

Frequency displayed
in MHz

The operating frequency of the HM is displayed 
either in MHz or as a two‑digit hexadecimal 
number. Pressing the FREQ button toggles 
between the two display modes. The frequency can 
be set with the unit in Standby Mode or while 
powered up for normal operation.

Note: You must first find a clear frequency 
with the receiver, then set the transmitter to 
match.

To change the Operating Frequency of the HM transmitter:

1) Press the FREQ button to enter this screen.

2) While holding the FREQ button, use the UP or DOWN arrow buttons to 
move the operating frequency up or down in 100 kHz increments from the 
current setting. Holding the UP or DOWN arrows will cause rapid scrolling 
through the frequencies.

Note: The operating frequency displayed on the LCD wraps as it 
reaches the upper or lower end of its range.
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Attaching a Microphone and Adjusting the Gain
TO ATTACH

TO REMOVE

Hold the 
transmitter 
case with the 
microphone 
pointed 
upward. 
Rotate the 
collar in the 
direction 
shown. 

Pull on mic to ensure it is locked.

Press firmly, listen for click. 
Depress collar fully.

Click!

To attach the 
mic, insert the 
HM into the 
XLR connector. 
Press the 
connector into 
the micro‑
phone until the 
tapered collar 
retracts and 
listen for a 

“click” that indicates the connector has locked onto the microphone. Gently 
pull on the mic to ensure proper locking has occurred.

When removing the microphone from the HM, hold the transmitter in one 
hand and twist the collar with the other hand until the microphone disengages. 
Do not pull on the microphone as it may prevent the connector from releasing.

The front panel Modulation LEDs indicate limiter 
activity.  (See chart below.)  Once set, the transmit‑
ter’s audio level setting should not be used to 

control the volume of your sound system or recorder levels.  This gain adjust‑
ment matches the transmitter gain with the microphone’s output level, the 
user’s voice level and the microphone’s position. The audio input level can be 
set with the unit in Standby Mode or powered up for normal operation.
Signal Level -20 LED -10 LED

Less than ‑20 dB  Off  Off

‑20 dB to ‑10 dB   Green  Off

‑10 dB to +0 dB  Green   Green

+0 dB to +10 dB  Red  Green

Greater than +10 dB  Red  Red

Different voices will usually require different 
gain settings, so check this adjustment for 
each person using the system.  If several 
different people will be using the transmit‑
ter, set it for the loudest voice.

1) Set the required phantom power mode before attaching the microphone.

2) Briefly press the AUDIO and FREQ buttons at the same time, then press 
and hold the AUDIO button to enter the setup screen.  

3) Use the microphone in the manner in which it will be actually used.

4) Observe the HM audio level LEDs while speaking or singing into the micro‑
phone at the same voice level that will be used during the program.  While 
holding the AUDIO button, press the UP or DOWN arrow buttons until the 
both the ‑20 and ‑10 LEDs glow green, with the ‑20 LED occasionally flick‑
ering red (+0 dB to +10 dB range during peaks).

Note: Setting the audio level too high reduces the dynamic range of the 
audio signal.  Setting the audio level too low may cause hiss and noise 
in the audio.
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Using the Polarity-Reversing Barrel Adapter with 
Measurement Microphones

A polarity adapter may be needed if you experience noise, 
low output or distortion with meaasurement microphones 
such as Earthworks M30 or Rode NTG3.

Insert the barrel adapter provided with the HM transmitter 
between the microphone and transmitter as shown.

NOTE:  This adapter is included with the TM400 
test and measurement system, but is available as 
a separate item with the HM transmitter and other 
wireless equipment.
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Locking or Unlocking the Control Panel
The Lock mode protects the transmitter from 
accidental changes to its settings.

1)  Ensure the HM setup is complete.

2)  Simultaneously press both the UP and DOWN 
arrow buttons to start the Lock timer.  When the 
timer reaches zero, “Loc” is displayed and the 
controls are locked.

Important:  The only way to unlock a locked transmitter is to remove 
the battery. It cannot be unlocked or powered off using the buttons. 
The unit will always power up in “unlocked” mode.



LIMITED ONE YEAR WARRANTY
The equipment is warranted for one year from date of purchase against defects in 
materials or workmanship provided it was purchased from an authorized dealer. This 
warranty does not cover equipment which has been abused or damaged by careless 
handling or shipping. This warranty does not apply to used or demonstrator equipment.

Should any defect develop, Lectrosonics, Inc. will, at our option, repair or replace any 
defective parts without charge for either parts or labor. If Lectrosonics, Inc. cannot 
correct the defect in your equipment, it will be replaced at no charge with a similar new 
item. Lectrosonics, Inc. will pay for the cost of returning your equipment to you.

This warranty applies only to items returned to Lectrosonics, Inc. or an authorized 
dealer, shipping costs prepaid, within one year from the date of purchase.

This Limited Warranty is governed by the laws of the State of New Mexico. It states the 
entire liablility of Lectrosonics Inc. and the entire remedy of the purchaser for any 
breach of warranty as outlined above. NEITHER LECTROSONICS, INC. NOR 
ANYONE INVOLVED IN THE PRODUCTION OR DELIVERY OF THE EQUIPMENT 
SHALL BE LIABLE FOR ANY INDIRECT, SPECIAL, PUNITIVE, CONSEQUENTIAL, 
OR INCIDENTAL DAMAGES ARISING OUT OF THE USE OR INABILITY TO USE 
THIS EQUIPMENT EVEN IF LECTROSONICS, INC. HAS BEEN ADVISED OF THE 
POSSIBILITY OF SUCH DAMAGES. IN NO EVENT SHALL THE LIABILITY OF 
LECTROSONICS, INC. EXCEED THE PURCHASE PRICE OF ANY DEFECTIVE 
EQUIPMENT.

This warranty gives you specific legal rights. You may have additional legal rights which 
vary from state to state.


